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AWWA C504 Class 150B and 250B
3” to 48” Class 125 Flanged, Mechanical Joint and Wafer

Manual and
Automatic
Operation
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Butterfly Valves



























Worm Gear Actuators are manufactured with
cast iron cases, high strength steel worm and
bronze worm gear per AWWA C504.

SERIES 800 Butterfly Valves
WORM GREAR OPERATOR
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NOTES: Worm gear operators are also available sealed and grease packed with a 2” square operating nut for buried service 
or with optional chainwheel for above ground.

Valve Size Model A B C D E F G H

3" to 6" WG1 7½" 2⅛" 3" 6" 6⅞" 1⅛" 2⅛" 2⅛"

8" to 12" WG2 12⅝" 3" 4" 8" 9⅝" 1⅜" 2¾" 3"

14" to 16" WG3 12⅝" 3⅜" 4½" 12" 10½" 1½" 3" 3⅜"

18" to 20" WG4 11⅛" 5⅛" 6⅜" 12" 15¾" 2⅜" 4⅜" 5⅛"

24" to 30" WG5 9¾" 6⅛" 7⅝" 15" 19¼" 2¾" 5⅛" 6⅛"

36" to 48" Refer to Factory

GENERAL DIMENSIONS



Valve Size H L

3" to 4" 1⅝" 11"

6" 2⅜" 11"

8" 2½" 15"

10" to 12" 3½" 15"

H 

L 

Hand levers are manufactured of Ductile iron (60-45-12) and are
epoxy coated. All other parts are constructed of plated steel.

SERIES 800 Butterfly Valves
10 POSITION LEVER
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NOTES: 10-Position lever operators can be provided on wafer or flanged valves to 12" size.  
Larger size require worm gear or traveling nut.

GENERAL DIMENSIONS

Valve Size H L

3" to 4" 1⅝" 11"

6" 2⅜" 11"

8" 2½" 15"

10" to 12" 3½" 15"



9025 MARSHALL ROAD • CRANBERRY TOWNSHIP, PA 16066-3696 USA
PHONE: (724) 776-1020 • FAX: (724) 776-1254

WEB SITE: www.gaindustries.com
E-Mail: ga@gaindustries.com

1500 COMM 09/09PRINTED IN U.S.A.

MEMBER

MEMBER

American Water Works Association

Engineered Valve Solutions SINCE 1895
Since its beginning as Golden-Anderson Valves, GA Industries, LLC has set the standard for quality,
dependability and service. GA’s complete product range serves the needs of the municipal and
industrial water and wastewater industry and includes:

AWWA C504 
Rubber Seated Butterfly Valves

• Flanged and MJ 3” to 48”
• Wafer to 3” to 20”
• Class 150B and 250B
• Manual and Automatic Actuation

AWWA C507 
Ball Valves to 48”

• Metal- and Resilient-Seated
• Hydraulic, Pneumatic or Electric 

Motor Actuation

AWWA C512 
Air Valves for Water & Sewage

• Air Release
• Air & Vacuum
• Combination 
• Vacuum Breaking

AWWA C517 
Eccentric Plug Valves

• Threaded ends ½” to 3”
• Flanged and MJ 3” to 36”
• Manual and Automatic Actuation

AWWA C530 
Control Valves to 36”

• Pump Control for Water & Sewage
• Surge Relief for Water & Sewage
• Level Control 
• Pressure Regulating
• Solenoid Operated
• Anti-cavitation

Check Valves to 78”
• AWWA C508 Swing Check
• Cushioned Swing Check
• Tilting Disc Check
• Rubber Flapper Check Valves
• Globe and Wafer Silent Check
• Ball Check Valves
• Foot Valves


